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WALl OF MANTOLE

1. KEEP 470 CU I ONE PIECE ARQUND INNER WALL: TIE TOGETHER WITH ONE AMPAC.
4/C % SUPPORTED ALONG INNER WALL OF MH. 15om (87) ADDVE M3, FLOOR, AT (2 FOOT) INTERVALS,
2. COPPER STRAP AND LEAD AMCHOR SHALL BE ISTALL AT &bom (fWO FOOT) INTERVALS.
3, THE TWC XHOCKOUTS IN THE FLOOR SHOWAD BE USED. I SCUD ROCK 1 ENCOUNTERED UMDER
THE MANHOLE, REFER TO THGINETRING,
4‘mwum(b')omdaocsmmcomsmmmmwmAmsmmwm.

5. SEE STANDARD C30-002C FOR COURTEROPOSE IF TYRICAL DRWVEN CROUNDS ARE MNPOSSUDEE, ASSEMOLY CODES
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1. KEEP 4/0 GU M ONE PIECE AROUND INNER WALL; TIT TOUETHER WITH CHE AMPAG.
4}’0ISSWPQR¥‘B)WMMLOF ML, 1Bem {67) ABCVE MH, FLOOR, AY {2 FOOT) INTERVALS.
2. COPPER STRAP AND LEAD ANCHOR SHALL BE INSTALL AT §0om (TWD FOOT) INTERVALS,
3. THE TWO KMOCKOUTS 8 THE R.OOR SHOULD BE USED. F SOUD ROCK IS ENCOUNTED UNDER
THE HARHOLE, REFER TO ENGINEERING.
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4, TWG 1.3 METER {3') GROUND RODS AND GNE COUPLING SHOULD ST INSTALLED WITH A DRVING STUD PER KNOCKOUT,

5. SEE STAHDARD C30-0020 FOR COUNTEROPOSE ¥ TYPICAL DRWEN (ROURDS ARE IMPOSSIMRE.
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3. KEEP £/ CU IN DNE PIECE ARGUND INNER WAL, TIE TOGETHER WITH ONE AMPAC,
470 15 SUPPORIED ALONG INNER WALL OF MM, 13em {67) ABOVE MK, DLOOR, AT (2 FOOT) INTERVALS,
2. COPPER STRAP AND LEAD ANCHOR SHALL BE INSTALL AT 60cm (TwO FOOT) INTERVALS.
3, THE TWO KHOCKOUTS IN THE FLOOR SHOWD BE USED. F SOUD ROCK 1S ENCOUNTED UNDER
THE MAMHOLE, REFER TO EHGINEFRING,
¢T\fr01.5um{s’)cnwmmwemcwmmwnmmmnmmmxmw

2. SEE 4] 4y FOR OSE I TYPICAL DRVEN GROUNDS ARE IMPOSSWERE.
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NOTES:

1) ALL MANHOLES SHALL BE INSTALLED AND GROUNDS
INSTALLED AND GROUND RODS TESTED mumrsu.

2} IF TESTING INDICATES A GROUND RESISTANCE MORE
THAN 256 OHMS ADDIMONAL RODS NEED TO BE ADDED OR
COUNTER POISE INSTALLED

3} HE OGQ}NTER POISE IF REQUIRED, With BE INSTALLED
I THE TRENCH WHEN THE DUCT {5 INSTALLED, INSTALL
4/0 BARE 7-STRAND COPPER WIRE THRU THE
2~KNOCKOUTS IN WALL. TRAIN ARQUND MANHOLE TC DUCT
RUNS AMD INSTALL 200 FEET OF COUNTER POISE IN TWO
CIRECTIONS FROM MANHOLE ABOVE DUCT AND BEFCRE
BACK FILLING,

4)Wl‘08tsmmssmrmewc‘rts INSTALLED
BRIOR TO MANHOLE WORK. THE CONTRACTOR SHALL JEST
?@if ﬁmmce AT MANHOLE LOCATION PRIOR TO

5} AFTER COUNTER FOISE IS INSTALLED GROUNDS SHALL
RETESTED AND FINDINGS GVEN TO THE CiTY.
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